Zigbee 3.0 | Battery Powered | Sensor life cycle: 10 year | EN 50291 |
Android™ / 10S | With test button | 85 dB | White

Product specifications Packaging information
App available for Android™ Brand Nedis

10S Order code ZBDCO11WT
Battery type CR17335 EAN single product: 5412810401673
Colour White EAN Inner carton: 5412810403868
Compatible with Nedis® SmartLife EAN Outer carton: 5412810403875
Control through mobile app Yes Packaging Giftbox with eurolock
Detector type Carbon Monoxide (CO) Package contents Detector

Installation materials

EN-compliant EN 50291
Fixation method Adhesive Tape
Includes mounting material Yes Quantity Lx Wx H(mm)  Weight
Lifespan in years 10 year 1 70mm  155mm 70mm  158g
Linkable No 5 85mm 155mm 365mm 940g
Material Plastic 50 380mm 340 mm 455mm 9720¢g
Maximum transmit antenna gain 2 dBi
Maximum transmit power 13 dBm
Number of products in package 1pcs
Operating temperature range -10-50 °C
Power source type Battery Powered
Required batteries (included) 1x CR123A
Sensor life cycle 10 year
SmartLife Yes
Sound 85dB
Supported wireless technology Zigbee 3.0
Transmit frequency range 2400 - 2485 MHz
With pause button No
With test button Yes
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