Wi-Fi | Battery Powered / Mains Powered | 1536x1536 | Cloud
Storage (optional) / microSD (not included) / Onvif | IP65 | With
motion sensor | White

Product specifications Packaging information

Accessories AC Adapter EU Plug Brand Nedis
Installation Material Order code WIFICDP4OCWT
Adjustable volume Yes EAN single product: 5412810415243
App available for Android™ EAN Inner carton:
10S EAN Outer carton: 5412810418480
Cloud recording functionality Yes Packaging Giftbox with eurolock
Colour White Package contents Wi-Fi Video doorbell
Compatible with Nedis® SmartLife Chime
Image chip 1/2.9" CMOS
Input current 10A Quantity Lx W x H(mm) Weight
Input voltage 12vpc 1 100mm  115mm 220mm 491¢g
IPrating IP65 20 225mm 475mm 455mm 10380 g
Lens 2.1mm
Material Plastic
Maximum power consumption 25W
Maximum resolution 1536x1536
Maximum transmit antenna gain 2.09 dBi
Maximum transmit power 17.5 dBm
Number of melodies 4 Melodies
Number of products in package 1pcs
Operating temperature range -20-50 °C

Power source type

Mains Powered

Required batteries (not included) 3x AA/LR6
SmartLife Yes
Storage type Cloud Storage

(optional)

microSD (not

included)

Onvif - .
Supported wireless technology Wi-Fi E E
Transmit frequency range 2412 - 2472 MHz -y
Video format MP4 -
Viewing angle 135° 5l412810[1415243
With motion sensor Yes
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https://Nedis.com/WIFICDP40CWT
https://Nedis.com/WIFICDP40CWT
https://Nedis.com/WIFICDP40CWT

